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33-1/3, 45 & 78rpm

±8 %, ±16 %

3.3 kg-cm (2.8 lb-in)

0.7 33-1/3rpm

0.025 % W.R.M.S. (JIS C5521)

78dB (IEC 98A weighted)

: 332 mm (13-5/64”)

: 3.6 kg (7 15/16 lb)

( )

( )

5.6 - 12.0 g

14.3 - 20.7 g ( )

( )

10.0 - 16.4 g

18.7 - 25.1 g ( )

( )

14.3 - 19.8 g

23.0 - 28.5 g ( )

S

230 mm (9-1/16”)

15 mm (19/32”)

2° 32' (30cm(12") )

0° 32' (30cm(12") )

22°

0 - 6 mm

0 - 4 g ( )

7.6 g

JIS 12.7 mm

1.2 mmφ 4

PHONO ( ), 

AC 220 V, 60Hz

14 W

0.2 W ( )

(W x H x D)

453 x 173 x 372 mm

17-27/32 x 6-13/16 x 14-21/32 

18 kg (39.7 lbs)
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PITCH ADJ 

ON/OFF ( ) / 

EP
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( )
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SL-1200G LP(33 1/3 rpm), EP(45 rpm) SP(78 rpm)

78rpm 33 45
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